
Standard-n Data Sheet

Technical data:

Type of edge blunt

Thickness (mm) 6/8/10/12/15/18

Length x width (mm) 2500 x 1000/1500** 

Bulk density (kg/m3) 250

Square metre dimensions per 
board

2,5/3,75

Weight per mË (kg) 1,5 - 4,5

Weight per board (kg) 3,75 - 9,38

Quantity of boards per pallet 170/130/100/80/70/55

Square metre dimensions per 
pallet (m2) 

137 - 637

Weight per pallet (kg) 700/1000

Declared thermal conductivity 
lD(W/mK)

0,046

Thermal resistance  RD 
(m2K/W)

0,10/0,15/0,20/0,25/0,30/0,40

sd-value (m) 0,03/0,04/0,05/0,06/0,07/0,09

Vapour diffusion factor (m) 5

Compressive stress/
Compressive strength (kPa)

² 100

Air flow resistance  (kPaÐs/m3 ) ² 100

Short-term water absorption 
(kg/m2)

¢ 2,0

Specific heat capacity (J/kgK) 2100

Fire reaction Euro Classificati-
on acc. to pr13501-1 E

GUTEX Standard-n is ideally suited for diverse interior 
applications. 

Applications:

±   Thermal and sound insulation for floors, walls and 
ceilings

±   For interior roof finishing

±   Finishing of dry cellar areas

±   Used as shell formwork which remains after cement 
is poured to provide a more aesthetic surface with 
the added bonus of its sound and thermal insulating 
properties

±   As pinboard, movable partition, door inlays, packing as 
well as shoe heels

Advantages:

±   Provides additional thermal insulation

±   Effective sound insulation

±   Additional thermal insulation = protection against heat 
in summer and cold in winter

±   Allows vapor diffusion

±   Regulates humidity

±   Recyclable and bio-degradable

Important Laying and Hanging Instructions:

±   Sheets must be dry stored and dry when fastened

±   When cutting with a circular saw use one with a vacu-
um unit

±   Cutting: up to a thickness of 10 mm with GUTEX floo-
ring knife or carpet knife

±   For multiple layers, joints are to be staggered

± Vacuum off the dust in accordance with BG 

regulations, terms of the TR GS 553 
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All rights reserved. GUTEX Holzfaserplattenwerk H. Henselmann GmbH + 
Co KG is not liable for any errors or misprints. The technical data provided 
herein may be subject to change. Although all of the information was up 
to date at the time these data sheets were printed, with the publication of 
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superseding information, the old information looses its validity. In certain 
isolated cases, specific products may not be suitable for a given application. 
Warranty and liability apply as defined in our General Terms of Business.
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